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Installations  

Technical data 

The OMEGA Belt Filter Press is designed for the continuous 
mechanical dewatering of municipal and industrial sludge. 
 
With its in-house, well equipped laboratory, EMO has been able to 
characterize many kinds of sludges and deliver tailor-made solutions 
for the benefit of the end-user. 
 
EMO does not only provide electromechanical equipment but 
engineering and process solution thanks to the expertise of its 
Chemical & Process Engineers. 

�   

With 20 years experience and more than 2000 references installed 
worldwide (60 countries), EMO is a leading Designer and Manufacturer 
of sludge treatment installation  including thickening, dewatering and 
drying. 
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Combined unit OMEGA 30 -30NG / 
OMEGA 1300  High Version 

 

Belt Filter Press OMEGA 1150 Combined unit OMEGA 25 -30 NG / 
OMEGA 1250  Long Version 

EMO offers a wide range of Belt Filter Presses to match any plant size, 
keeping in mind the following key features :  
 
�  high quality components (only stainless steel construction),  
�  low energy consumption and operating cost,  
�  clean operation,  
�  operators safety devices,  
�  easy access for supervision and maintenance,  
�  visual control of the sludge during dewatering. 

Among the Belt Fillter Press and Gravity Belt Thickener manufacturers, EMO has always been a market leader for smart 
designing, user-friendly and optimum space requirement /efficiency ratio equipment. 



 
 
 
 
 

 

Operating principle  
The OMEGA press consists of a stainless structural frame, sludge inlet and distribution assembly, long gravity thickening 
zone, adjustable medium pressure section, , high pressure ‘’S’’ shape zone, variable speed drive, continuous belt 
washwater section, automatic belt tracking and automatic belt tensioning systems, filtrate collection pans, internal wiring and 
piping, electric control panel (optional). 
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Model Belt width 
 

Dimensions ( l x w x h) 
 

Hydraulic flow (for information) 
GPM 

OMEGA 1100 1 meter 11’ -12”  x 6’ -3’’ x 6’ -1” 15  to 35 
OMEGA 1150 1.5 meter 11’ -12”  x 7’ -10’’ x 6’ -1” 15 to 55 
OMEGA 1200 2 meters 11’ -12”  x 9’ -6’’ x 6’ -1” 25  to 80 
OMEGA 1250 2.5 meters 11’ -12”  x 11’ -2’’ x 6’ -1” 80 to 110 
OMEGA 1300 3 meters 11’ -12”  x 12’ -10’’x 6’ -1” 45 to 125 
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Belt Filter Press 
OMEGA 1200 
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